Jitle: METHOD OF PROVIDING... 
'entor(s): James W. Everitt 
p. No.: 10/029,563 i 



O 
01 



H 1 

io | N JO N NHfllOO 

CN 1 1 



H} 




n jo i Nnmoo — □ 



o 

CO 
CN 



O 
CN 



-M-p 

o 



o 

CN 



CN 

o 

CN 



SdH 



o 

LO 
CN 



o 

CN . 



CO 
CN 



■-W-r 



N" 

CN 



!dH 



CN 
CN 



o 
to 

CN 
CN 

CN 
CN 



CN 
CN 
CN 



an 



CN 



CN 
CN 



CO 



o 
oo 

CN 



-W D+- H*- 



Ol 



CN 
CN 




c|< > ^ o j < > " | 



SMOH W HUM 

a3Aiaa A\oa 



or 
< 

O 
or 

GL. 



Title: METHOD OF PROVIDING 
l^^tor(s): James W. Everitt 
JJ^No.: 10/029,563 



.J 



M 

IS. - 

!y 

in 
IP 



S3 



CO 

CD 
EC 




) 



m 
m 

S 5 



5-5 
3 p 



Title: METHOD OF PROVIDING 
Inventor(s): James W. Everitt 
App. No.: 10/029,563 



^ 0 



O 

Ql 
LU 
> 

a: 
a 



o 
o 



in 


a: 




LU 

> 


l 

O 
> 


DR 




GE 






UJ 

> 


VOL 


DR 




GE 


a: 




LU 

> 


o 
> 


DR 




GE 


a: 




LU 

> 


VOL 


DR 



T 




^-t:: 



AAA- 



-oh 



-OH 
Hh 



pOH 
HH 



° 8 



H>h 
HH 



■AAA- 



-OH 
HH 



AAA- 



-OH 
HH 



■AAA- 



^0H' 
HH 



-Oh 
HH 



-AAA- 



OH' 
II " 



■AAA- 



-OH' 



AAV 



POH 



Q 



5 

Q 



CD 




Title: METHOD OF PROVIDING 
Inventor(s): James W. Everitt 
App. No.: 10/029,563 



V ' 



^ START ^ 



m 

a 

□ 



d 



1 


r 




CALIBRATE PIXELS IN 
DISPLAY 




> 


r 


MODIFY INPUT BASED 

UPON DATA IN 
CORRECTION TABLES 




f 


DRIVE DIODES USING 
APPROPRIATE VOLTAGE 
LEVEL 


> 


r 



504 



508 



512 



FIG. 5 



Title: METHOD OF PROVIDING 
Inventor(s): James W. Everitt 
App. No.: 10/029,563 



^ START ^ 



GENERATE DATA IN NDIV 
LOOKUP TABLE 



GENERATE DATA IN PIXEL 
OFFSET COMPENSATION 
TABLE 



GENERATE DATA IN 
COLUMN RESISTANCE 
CORRECTION LOOKUP 
TABLE 



END 



fig. e 



Title: METHOD OF PROVIDING ... 

• Inventor(s): James W. Everitt 
App. No.: 10/029,563 



CALIBRATE PIXELS IN DISPLAY 



START 



604 



in 
m 



d 

fu 



FOR SELECTED DIODES, 
GENERATE A NUMBER OF 
REFERENCE CURRENTS AND 
MEASURE CORRESPONDING 
OUTPUT VOLTAGE 



704 



AVERAGE VOLTAGES 



708 



STORE MEASUREMENTS IN 
NDIV LOOKUP TABLE 



712 



END 



FIG. 7 



Title: METHOD OF PROVIDING 

• Inventor(s): James W. Everitt 
App. No.: 10/029,563 



608 



v. 



c 



START 



FOR EACH DIODE 
IN DISPLAY 



Q 
U 

iu 

m 
in 
m 
y 



j"4 



(3 
O 



804 



DRIVE EACH DIODE WITH 
KNOWN CURRENT AND READ 
VOLTAGE 



808 



SUBTRACT AVERAGE SETTING 
FROM NDIV TABLE AT 
SELECTED CURRENT 



812 



STORE DIFFERENCE IN PIXEL 
OFFSET COMPENSATION 
TABLE 



816 



i 

^ END ^ 



FIG. 8 



Title: METHOD OF PROVIDING 
Inventor(s): James W. Everitt 
App. No.: 10/029,563 



i 

m 



^ START ^ 



1 


r 


SELECT HIGH CURRENT, FOR 
EACH DIODE IN A COLUMN 
PERFORM THE FOLLOWING 




r 


MEASURE VOLTAGE 




f 


SUBTRACT THE AVERAGE 
VOLTAGE 




f 


SUBTRACT OFFSET 


> 


r 


STORE RESULT IN COLUMN 
RESISTANCE CORRECTION 
TABLE 




r 



904 



908 



912 



916 



920 



END 



FIG. 9 



